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viaDNA Remote 
Printed Circuit Board Assembly 

(PCBA) 
 
 
 
 
 

   

In the UNIVERSAL viaDNA Remote (black), six high-power N52 magnets distributed around the 3D 
structure, with their south poles pointed towards the DNA cavity, create a negative magnetic field 
considered a pro-life parameter. The wire winding of the 3D structure implements a scalar electric field. 
Their interaction yields a scalar quantum field with heal or kill effects depending on offset. 
 

In the ADVANCED viaDNA Remote (white), six high-power N52 magnets distributed around the 3D 
structure, with their north poles pointed towards the DNA cavity, create a strong positive magnetic field 
considered an anti-life parameter. The wire winding of the 3D structure implements a scalar electric 
field. Their interaction yields a scalar quantum field with kill + or advanced effects depending on offset.  

As of this whitepaper edition, the beneficial use of negative DC offset with an Advanced viaDNA Remote 
has not been established, and therefore not recommended until further researched. 
 

This whitepaper assumes you have already researched and selected Rife frequencies applicable to your 
health condition. Broadcasting Rife frequencies to a viaDNA Remote, or for use in contact-mode, 
requires an understanding of the frequency generator including waveform types and the five metrics 
listed below. This whitepaper’s workflow is structured sequentially to manage and reveal metric 
interdependency, and conclusions along the way. The following are the interdependent metrics: 
 

• Amplitude, a programmable metric measured in Volts. 
• Offset, a programmable metric measured in Volts or percent. 
• Energy, an outcome metric usually measured in Joules. 

o We use pico Joules, pJ, a very tiny quantity. 
o It only takes very tiny quantities of energy to broadcast frequencies to very tiny DNA. 

• Time, a programmable metric, usually in packets of 3 minutes. 
• Action, an outcome metric, the result of energy over a period of time. 

 

AMPLITUDE & OFFSET: most low-cost dual-channel generators used in Rifing have programmable output 
amplitudes ranging from 0V to 20V for each channel. The useful range is from 5V to 20V for most Rife 
modes, ie, remote, contact, plasma, etc. These generators also have a programmable offset range. 
Depending on the generator make and model, offsets can be expressed in percent [%] or in Volts [V]. 
 

Spooky2 generators (GX+, GX, XM) express offset in percent [%]. 
 

All other generators (Juntek, Koolertron, etc.) express offset in Volts [V], which is the industry standard. 
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ENERGY (E): is a function of the inductance L of the 3D inductor, and RMS current IL (root mean square) 
flowing through L. It is the same for square and sine waves in terms of RMS current. The RMS current 
induced from a square wave amplitude setting requires the sine wave amplitude to be multiplied by 
1.414 (square root of 2) for equal energy outputs: 
 

E = ½ * L * IL
2 

 

We recommend square waves for kill, and sine waves for heal and substance simulation (SS). 
 

When normalizing energy between square and sine waves, a sine wave amplitude must be multiplied by 
1.414 to achieve energy equivalence. 
 

For example: 7.0 Volt square wave = 9.9 Volt sine wave 
 

The data analysis of our user database of approximately 200 different people over an 8-year period, and 
1000+ pathogen test results obtained from 3rd party independent practitioners, indicates a square wave 
optimal energy range of: 
 

418 pJ  on the low end (pJ = pico Joule = 10-12 J)  Amplitude = 6V 
1402 pJ on the high end     Amplitude = 11V 

 

into a blood sample volume of, 
 

150 uL  (uL = micro liter = 10-6 liter), ie, the ~3 drops of blood our swab holds. 
 

High energy levels in kill mode can result in the Herxheimer effect, ie, Herxing, the uncomfortable feeling 
when your body can’t process toxins and pathogen debris fast enough. Similarly, high energy levels in 
heal mode can result in Frequency Fatigue, the uncomfortable feeling when body organs and tissue are 
overexerted. Without having to master the mathematics of quantum physics we can safely assume that 
“no energy equals no Herx / no Fatigue,” and “too much energy produces Herx / Fatigue.” 
 

Energy is an exponential function given the term IL
2. The rule-of-thumb is doubling the amplitude 

quadruples energy! Don’t get over enthusiastic increasing amplitude, thus energy, and suffer from 
Herxing or Fatigue. 
 

For more information review Herxheimer when Rifing in the INFO page of our website. 
 
TIME: Rife frequencies don’t destroy pathogens instantly. Mortality Oscillatory Rate (MOR) frequencies 
must be applied for a sufficient amount of time for the MOR to have any impact. Non-looped short 
frequency intervals, and broad frequency sweeps of more than a few hours, result in little or no effect, 
because there’s not enough time applied broadcasting the effective MOR. 
 

Effective Rifing demands a thoughtful broadcasting of energy. It’s imperative to right-size MOR energy 
levels on generator/remote sets. A practical rule-of-thumb is limiting looped MOR frequency 
sets/sequences/chains to less than 4 hours of time. This ensures broadcasting looped MOR frequencies 
at least 6 times or more during a 24-hour period. The shorter in time a MOR loop is, obviously, the more 
times it will run in 24 hours, thus improving Rifing effectiveness. 
  

https://viarife.com/
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Where more complex health situations exist, and the total MOR loop broadcast time exceeds 4 hours,  
MOR frequencies are split up amongst additional generator/remote sets. We recommend 24/7/365 
continuous looping of a MOR playlist that’s less than 4 hours per generator/remote set. 
 

ACTION: used in Physics, is related to the Planck constant in quantum mechanics: 
 

Action MOR  =  Energy MOR * Time MOR 
Simple to understand! The more time, the more action! �������� 

 

Multi-hour frequency sweeps, where the eventuality of actually broadcasting a precise and effective 
MOR for only a few seconds, is useless! The following example should make the point about action: 
 

• 1 pJ for 1 second = 1 pJ-s of action. 
• 1 pJ for 180 seconds (3min), ie, 1 pJ * 180s = 180 pJ-s, 180 times more. 
• 1 pJ for 1080 seconds (6 times per day) = 1080 pJ-s, more than 1 thousand times more. 
• 1 pJ running one MOR all day = 84400 pJ-s, more than 84 thousand times more. 

 
Carriers: are, generally speaking, frequencies greater than 1,000,000 Hz, ie, 1 MHz. They have higher 
inherent energy levels (see Planck theory). Accordingly, we advocate the use of Prime Carrier frequencies 
as they interact more energetically (e.g., in Rife applications), greatly enhancing signal delivery compared 
to only low-frequency audio signals. 
 

Running 2,999,999 Hz (first prime number under 3,000,000 Hz) at one generator output, while the other 
output runs that prime Carrier minus the MOR frequency, has proven to be very effective. This results in 
both outputs running Carriers. The intermodulation of the two Carriers inside the viaDNA Remote 
produces a Carrier-Wave which transports or “carries” MOR frequencies with increased effectiveness. 
For example, suppose a 568 Hz MOR frequency. Both 2999999 Hz and 2999431 Hz are Carrier 
frequencies (>1 MHz) yielding the Carrier-Wave with the 568 Hz MOR. 
 

Be prudent with the amount of action incorporated into your Rifing! 
 
 

Please review Energy Tables Subset – a correlative white paper with additional essential information. 
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